WILLIAM F. MCNARY, P.L.S.
JOSEPH MARCH, PE., PLS.

January 13, 2006

/23 /06 @

STAMSKI AND MCNARY, INC.

80 Harris Street
Acton, Massachusetts 01720
(978) 263-8585
FAX (978) 263-9883

Acton Building Department
c/o Garry Rhodes

472 Main Street

Acton, MA 01720

RE:

144 Great Road — Lighting plan

To Whom It May Concern:

The following with the attachments are provided to meet the requirements of Section 10.6
of the Town of Acton Outdoor Lighting Regulations for Site Plan Special Permit for the
144 Great Road, Acton project. The details are as follows:

1.

941

The Allowed Lighting Power is 2,004 watts based on the site plan where
the area of the parking lot, driveways and walkways plus the 5 foot margin
is 15,980 square feet (1,598 watts) and there are 7 entrances 28 feet wide
(406 watts).
Attached is a Lighting Fixture Schedule along with the lighting layout for
this project with the locations noted on the plan by the Fixture Schedule
symbols and the height and shielding also note on the Fixture schedule.
The luminaries are as follows:
e Spero Lighting, Self Ballasted Dome # 520B with Prismatic Globe
# 42PR (175w MH clear) mounted on a 14 foot # HP7 pole with a
# PT-SC1 pole top mounting bracket. This unit uses a 175 watt
Metal Halide lamp and is “FULLY SHIELDED”
e Spero Lighting, Standard Dome # 514 (70w MH) mounted on a
#WB-SC1 wall mounting bracket
e Spero Lighting, Galaxy Series Louvered Bollard with a 100 watt
Pulse Start Metal Halide bulb. This unit has a cast aluminum top
dome and a Multi-tier cast aluminum louvers to direct light
downward.
Attached are the product data sheets for these products.
The illumination computer calculations have been done so that the Light
TRESSPASS requirements from section 10.6 of the Town of Acton,
Building Ordinances have been met.
The Total installed lighting is as follows:
a. 4x 175 =700 watts
b. 3x70 =210 watts
c. 3 x 100 =300 watts
TOTAL 1210 watts versus 2,004 Allowed Lighting Power

ENGINEERING

PLANNING

SURVEYING



January 13, 2006
144 Great Road
Page 2 of 2

The proposed outdoor lighting at 144 Great Road, Acton, meets the requirements of

Section 10.6 of the Town of Acton, Building Ordinances. Thank you for your attention
to this matter.

Stamski and McNary, Inc.

%mh March, P.E.,P.L.S.

STAMSKI AND McNARY, INC. » 80 HARRIS STREET » ACTON, MASSACHUSETTS 01720 « (978) 263-8585



Lighting Fixture Schedule:

LOCATION: Parking Iot
MFR: Spero
CAT#: 520B with Prismatic Globe # 42PR

LAMP: 175w MH

. MTG: 14 ft. pole #HP7 with a #PT-SC1 pole top mounting bracket
QUANTITY: 4

V/W: 120v/ 175w
FINISH: Black #G0
REMARKS:

LOCATION: Patio and Walkway
MFR: Spero
CATH: GXY

MTG:
LAMP: 100w PSMH
QUANTITY: 3

V/W: 120v/ 100w
FINISH: Black
REMARKS:

LOCATION: Front and Rear Building Entrance
MFR: Spero
CAT#: 514

MTG: WB-SC1 Wall Mounting Bracket
LAMP: 70w MH

QUANTITY: 3
V/W: 120v /70w
FINISH: Black #G0
REMARKS:

Stamski & McNary, Inc.

PROJECT NAME: 144 Great Road, Acton
PROJECT NUMBER: SM-3684

DATE: January 13, 2006
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id Outdaor Photometrics Provided by ALLSCAPE(R)

LUMCAT] 5208

LUMINAIRE] BALLASTED DOME 20" REFLECTOR WIPRISM. GLOBE
LAMPCAT] 175w MH CLEAR WHITE POWDER COATED REFLCTR.
LAMP] 14000 LUMENS

sethackiHeight=14.0 f

Sridscale = 5.0 ft per increment

filt= 0.0 degrees

Jumber of fitures = 1

4orizontal Lightmeter IESNA: IESNAQ1
umen/Lamp= 14000 Light Loss Factor= 1.00 [TESTIA-15118
Hamps=1 [TESTLAB]
nputwatts 1.0 [ISSUEDATE]

[MANUFAC] SPERO ELECTRIC CORPORATION
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3d Outdoor Photometrics Provided by ALLSCAPE(R)

LUMCAT] 514

LUMINAIRE] RLM DOME 14" DIAMETER-WHITE POWDER FINISH
LAMPCAT] 150W INSIDE FROST INCANDESCENT

LAMP] A-23 2700 LUMENS

JethackHeight=9.01

sridscale = 5.0 ft per increment

Tilt= 0.0 degrees

Number of fixtures = 1

-orizontal Lightmeter IESNA; [ESNAGY
~umen/Lamp= 2700,Light Loss Factor= 1.00 [TEST] C-385774
#Lamps =1 [TESTLAB]

nput Watts 150.0 [ISSUEDATE]

IMANUFAC] SPERO ELECTRIC CORPORATION
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e Standard incandescent lampholders are heavy duty porcelain with spring loaded center contact and lamp grip screwshell: Medsum base

:@ii«%fﬁ@g%%% ﬁf%&”%@?;g g@ 4
‘ LUORESCENT L

: .Reﬁectorls are prec:sxon spun aluminum finished:in thermaiiy cured white polyester-powder coat:  White powder finish has at least :

185%: reflectance: . Turned.in bottom bead adds strength and prevents the collection of dirt. RLMS are supplied with heavy 3 .
{die-cast flanged mounting hiib: and left hand thread locknut. 1/2-14 or 3/4-14:hub sizes available to fit sefected mounting system: - c us

is standard-on all RLMS: Mogul sockets are available on request with selected units. For globes; guards, H.1.D., Compact Fluorescent LISTED

»iiand all:other options see ordering guides on.pages 18-23. All.RLMS are Underwriter’s Laboratories Incy? Llsted “Suitable for-Wet : o

i vLocatrcns" Exceptlon Vented neck'units-are “Damp LOCEI’!OI’\" hsted C-UL Listed for Candian Use, IBEW,. AFL ClO Umon Labeled

STANDARD DOME

Cat. No | Max Wattage |Nom.

512 100W 19" | g
514 150W 14| 8w
516 200w 16" | o
518 300w 18" | 1%
590 300W 20" [ 12"

Medium base standard. Mogul on request
with 518 and 520 only.

SHALLOW DOME

' Cat. No | Max Wattage| Nom. Dia. | Ht.

412 100W 12" | 6%
STEP NECK DOME | Eow T
Cat, No | Max Wattage |Nom. Dia.| Ht. 416 200W 167 | 8%
SN-512 100W 192" e Medium base standard.
SN-514 150W 14" 9"
SN-516 200W 16" | 10%"
SN-518 300W 18" | 1"
SN-520 300W 20" | 13%"
SN-524 300w 24" | 14"

Medium base standard. Mogul on request

with SN-518, SN-520 and SN-524 only.

DEEP BOWL RADIAL WAVE
Cat.No | MaxWattage |Nom.Dia| Ht. JEECEL No Max Wattage INom. Dia. L HE.
SN-908 ‘ 100W 8" 7" RW16 100W 16 6%/s
SN-910 200w 10" o RW20 200w 20" 7"
SN-912 300w 19" 11" Medium base standard.

Medium base standard. Mogul on request with

SN-912, only.

EMBLEM SIGN
“Cat. No| Max Wattage |Nom. Dia.| Ht.
6208 100W K 10"
6210 150W 10" | 1w ANGLE REFLECTOR
6212 200W 12" |13 " Cat. No [Max Wattage |Nom. Dia. | Ht
6214 300w 14" 15%" SN-608 100W 8" Q1"
6218 300w 18" PANCY SN-610 150W 10* 19"
6292 300w 22" | 234" SN-612 200W 19" 140"
Medium base standard. Mogul on request SN-614 300w 14" 154"

with 69214, 6218 and 6222 only.

2

See Ordering information pages 18-21

Medium base standard.




SELF BALLASTED DOME DOWNLIGHT REFLECTOR 901 ISLAND LIGHT
" Cat. No | Max Wattage |Nom. Dia. | Ht.

gt NO | MaX- V2 Offt- DIg Cat.No '|Max Wattage | Nom.Dia. | |
5168 175W 16" 135" 914DL 300W 14" 13"
o " " B 1y
5208 | 175W 20 14 9160L 300w 1 6” 1 53/4" Sturdy cast aluminum housing fits over 2" pipe,
Integrally ballasted fixtures available for 918DL 300w 18 17K 23" O.D. locked with 3 set screws. Includes
metal halide, high pressure sodium or 9924DL 300W 24" 18%" prismatic glass globe. Aluminum reflector,

Powder coated.
Medium base only.

compact fluorescent lamps

See page 26 for ordering guide. Medium base standard. Mogul on Request

SELF BALLASTED DOME 18” UPLIGHT 9092 ISLAND LIGHT
Cat. No| Max.Watt.'| Nom. Dia.| Ht. B Cat.No | Max Wattage | Nom.Dia.| Ht. CAENG W Wattage [ Nom.Dis. | H.

1168 175W 16" 13" 00 ' '

1208 175W 20" 143/4" Medium base standard. Mogul on request. Sturdy cast aluminum housing fits over 2" pipe,

Integrally ballasted fixtures available for 23/z" O.D. locked with 3 set screws. Includes

metal halide, high pressure sodium or prismatic glass globe. Aluminum reflector,
compact fluorescent lamps Powder coated. :
See page 26 for ordering guide. Medium base only.

SELF BALLASTED CONE YARD LIGHT OB SERIES

Cat. No.| ‘Max. Watt. |Nom. Dia.| Ht. Cat.No |MaxWattage |Nom.Dia/ Pipe Size ‘Cat. No.| Max. Watt. |Nom. Dia.| Ht.
9148 175W 14" 16" 312-OB 100W 12" 6"
9168 175W 16" 17" Powder coated. 314-0OB 150w 14" 6'%
918B 175W 20" 19” Includes arm and wall plate. 316-OB| 200w 16" 7"

- - Medium base only. -
Integrally ballasted fixtures available for 4" octagon box mounting reflector
metal halide, high pressure sodium or supplied with pigtail leads and medium
compact fluorescent lamps base socket.

See page 26 for ordering guide.



: RLM De: gn Reﬂectors for Compact Fluorescent, H. l D. or Incandescent famps may need the addition of enclosing

3"3_‘lcyhnders or globes for ‘beauty, utility or safety. The enclosures shown below are combined into an assembly,

- depending upon biilb chorce, and assembled to the ordered RLM. When. choosing an-enclosure please note the

"+ heat limiting considerations for H..D,, Incandescent,; and Compact Fluorescent lamps. NOTE: METAL HALIDE LAMPS,
50, 70, 100, 150, 175, 250 AND 320 WATT, REQUIRE AN ENCLOSURE FOR SAFETY PRECAUTIONS; UMLESS

T YOPEN .FIXTURE" (MP) METAL HALIDE LAMPS ARE TO BE USED. See order gundes for complete enclosure

gcompatlbmty mformatucn on pages 18-23.

&yliﬁlﬁéz?ii?&ce [ MaFerial : l vvCoior : Diarhetef ‘Z'e' Length‘ MZ;(. Laé?—l?l)watg?—'e Lel%?:)é (Lls\% L ) |
41 Glass Clear 3" 6%/s” 150 | 175 32 5
41PR Glass Prismatic 3" 6%/s" 150 | 175 32 5"
41C (O,AB,G,R,) Glass 5 Colors* 3" 6°/s” 100 | 100 | 32 5"
411 Lexan® Clear 3% 6" 60 | N/A | 32 476"
41L-PR Lexan® Prismatic Vs 70" 60 | N/A | 32 6"
41LL-PR Lexan® Prismatic 3" 8y 60 | N/A | 42 73"
41L-C Lexan® 5 Colors* 3" 6" 40 | N/A | 32 47/"
49 Glass Clear 475" 0" 300 | 175 | 42 7
‘ 49PR Glass Prismatic 4" 73" 300 | 175 | 42 7"
| T 10C (0,48,G,8,) Glass 5 Colors* 415" " 200 | 175 | 42 T
- or Mogul base)
: 421 Lexan® Clear 4" 8%/+6” 100 | 70 49 76"
42L-PR Lexan® Prismatic 4" 854" 100 | 70 42 Tls”
421-C (O,A,B,G,R,) Lexan® 5 Colors* 47/,* 8%/ 60 50 49 76"
[N | PRHR Glass Prismatic 59 7" | 300 | 320 | 42 8/
FLUORESCENT L 43C (0,A8,6R,) Glass 5 Colors* 5" 8 300 | 320 | 42 81"
GG6 Glass Opal 6" Diameter 75 100 32 474"
AG10 Acrylic Opal 10" Diameter 100 | 100 42 7"
v bt PG10 Lexan® Opal 10" Diameter 150 | 150 49 7"
* Specify: Red, Green, Blue, Amber or Opal ® Lexan is a trade name of General Electric Corporation

_ENCLOSING GLA

Cast aluminum guards have a e l : LR ST
natural ?]Iuminum finishl. Powder Lat. No. Description

coat finishes are optional. Guards :
will not fit Lexan cylinders. 31DCG | Cast aluminum guard 41, 41PR, 41C
Matching  colors  available at 32DCG | Cast aluminum guard 42, 42PR, 42C
additional cost. See price sheet.

_ Will fit these globes

31-DCG 32-DCG




Pipe portions made od-%" schedule 40 aluminum tubing (Steel tubing is used with Galvanized finish;) threaded N.P.T on fixture end.

L Slipfitter uses 3/8-16 headless set screws and will fit 37 O.D.  The aluminum scroll; if furnished, is attached to both the pipe and fitter
. port;ons of the bracket Wall-brackets are designed for a recessed outlet box, Sun‘acz conduit boxes are available - see optionon. -
'page 13 Brackets are finished with standard white polyester powder. Other colors may be specified -see ordering guide on page 13:

7 RLMs SUpphed with these brackets are Underwriter’s Laboratories Inc® Listed “Suitable for Wet Locations” provided they are installed in -
: 'accordance with all codes local and natfonal if installed outdoors use a thread sealant on fi xture end threads to prevent water-entry.

12



PT-CC1

PISHO =

a5
o5 374" RIGID ALUMINUM
CONDUIT (1050° OD))

: szm NPT, -

B
WBG-BX Ba;;kiBox | WBS-BX Back Box
-—ﬂ}mr Wm
A
o/,,——m?m. “'I'&Wr‘
N & T 5
o i : . g -
2% wos ' v ting r '
o : o = &z— :
(4 5n8° 1!4'AL&MM~J T \}/
HOW TO SPECIFY POLE TOP AND WALL MOUNT BRACKETS
| MountingStyle’- | ThreadSize || Slipfitter Fits' = e ] options
PT4 3/4" 3" O.D.
PT-2 34" 3" O.D. GO Black, G1 White
PT-SC1 34" 3" OD. G2 Red, G3 Yellow WBS-BX
PT-5C2 34" 3" QD. G4 Blue, G5 Green Back Box for WB-SC1 or
PT-GN1 3/4" 3°0.D. G6 Brown, G7 Verdigris WB-SC2 Wall Brackets
0 = G8 Dark Bronze,
PT-GN2 34 3"0.D. G9 Si ;
~ ilvadillo,
PT-CC1 3/4” 3" O.D.
G10 Dark Green
PT-SHC1 34" 3" OD G11 Copper WBG-BX Back Box for
WB-SC1 3/4" G12 Brushed Aluminum WB-GN1 Wall Brackets
WB-5C2 3/4" Wall Mount GV Galvanized
WB-GN1 3/4"

| ’ I
WB-SCl » 3a" » GO » WB-SC1-BX

13

EXAMPLE OF A TYPICAL ORDER




Height |

*Shaft Type

Boit

| -Circle

Bolt
‘Size

g

POLE LOAD RATING (Fixture EP.A. ) ’

HP1, HP2, HP3, HP4,
High grade cast aluminum base.
Deep fluted base combines with 4 shaft styles.

HP5

High grade cast aluminum base.

Decorative base combines with 3” diameter
straight shaft.

HP6, HP7

High grade cast aluminum base.

Decorative base combines with 4” diameter
straight or fluted shaft.

» Hand hole, grounding lug, anchor bolts
and template provided.

» Standard 3” O.D. tenon or shaft accepts all styles
of RLM pole top brackets.

« Hand hole is 9” above pole bottom.

- with 1.3 Gust factor . Options

: 100MPH :

Het 859" | 3¢ 6. p. straight 14.7 1.1 8.7 69 _ |psp
10-0" 9.3 7.2 5.5 4.3 Dark bronze
8’-0" » . 95.9 19.6 15.3 19.3 BLP

HP2 4” O, D. Straight
10°-0" S 7" 18.1 13.6 10.5 8.3 Black

HP3 | 7°-2" | 4-3" Fluted/Tapered 28.1 91.4 16.8 13.5 \’Ww*:il:e

ups L8 :0 i 4 0. D. Fluted 29.3 16.9 14,9 10.6 .
10’-0 14.6 10.9 8.4 8.0 Tamper proof hand hole
8'.0" 11.5 8.6 6.7 53 SCrews

HPS | 10°-0” 3" O. D. Straight Y2"X15" 7.9 5.8 4.4 3.4 DPLX
19°-0" 5.5 3.9 2.8 2.1 Weathertight duplex
80" 21.9 16.5 12.9 10.3 ::Fcleptade

HP6 10>-07 4™ O. D. Straight 15.3 1.4 8.8 6.9 Ground fault interrupting
12’-0" 9" 10.8 1.9 6.0 4.5 W.T. duplex receptacle
14'-0" 7.9 5.6 4.9 9.9 GVBT
g'-0" 17.8 13.4 10.4 8.9 Galvanized anchor bolts

o cC
HPT 18 8,, 4" 0. D. Fluted 1822 Z‘; Z’g g'j Custom Color
- : . : - (Consult factory)

14'-0" 6.1 4.9 3.0 2.7

EXAMPLE OF TYPICAL ORDER

"HPL'+ 10 + WHP » TP « DPLX * GVBT

14




HIGH INTENSITY DISCHARGE LAMPS
» Highest efficiency

¢ Extremely long life.

* Low minimum starting temperature

* Requires remote ballast. ‘
(Except number 5208, 516B, 120B and 116B < &

9188 fixtures.) BD-17 EN-17 ED-28 ED-18 ED-37 PAR-38
MEDIUM RESTRICTED MOGUL MOGUL MOGUL MEDIUM
BASE MED. BASE BASE BASE BASE BASE

s

Color Enclosure’

Catalog
Number

Temperature

Lamp Envelope
¢ & Base Type:

Required

| fo] (°K) (Yes or No)
35 HPS CLEAR LA HPS35-MED 5.44 2950 |- 16000 29 1900 BD-17.Medium NO
35 HPS DIFFUSE | LA HPS35-MED/D 5.44 2150 16000 29 1900 BD-17 Medium NO
50 HPS CLEAR LA HPS50-MED 5.44 4000 | 24000 29 1900 BD-17 Medium NO
50 HPS DIFFUSE | LA HPS35-MED/D 5.44 3800 | 24000 22 1900 BD-17 Medium NO
70 HPS CLEAR LA HPS70-MED 5.44 6400 | 24000 22 1900 BD-17 Medium NO
70 HPS DIFFUSE | LA HPS70-MED/D 5.44 5950 24000 29 1900 BD-17 Medium NO
100 HPS CLEAR | LA HPS100-MED 5.44 9500 | 24000 22 2000 BD-17 Medium NO
100 | HPS DIFFUSE | LA HPS100-MED/D 5.44 8800 | 24000 22 2000 BD-17 Medium NO
150 HPS CLEAR | LA HPS150-MED 5.44 16000 | 24000 22 2000 BD-17 Medium NO
150 HPS DIFFUSE | LA HPS150-MED/D 5.44 15000 | 24000 29 2000 BD-17 Medium S5TNO
250 HPS CLEAR LA HPS250 975 28000 | 24000 29 2100 ED-18 Mogul .. NO
950 | HPS DIFFUSE LA HPS250/D 9.00 26000 | 24000 22 2100 ED-18 Mogul NO
400 HPS CLEAR LA HPS400 975 51000 | 24000 22 2100 ED-18 Mogul NO
400 | HPS DIFFUSE LA HPS400/D 1119 48000 | 24000 29 2100 ED-37 Mogul NO
50 MH CLEAR LA PSMH50/U 5.44 3500 5000 70 3200 BD-17 Medium YES
50 MH COATED | LA PSMH50/C/U 5.44 3300 5000 70 3200 BD-17 Medium YES
70 MH CLEAR LA PSMH70/U 5.44 5500 12000 70 3200 BD-17 Medium YES
70 MH COATED | LA PSMHT0/C/U 5.44 5300 12000 70 3200 BD-17 Medium YES
100 MH CLEAR LA PSMH100/U 5.44 9000 15000 70 3200 BD-17 Medium YES
100 | MH COATED | LA PSMH100/U/C 5.44 8500 15000 70 3200 BD-17 Medium YES
150 MH CLEAR LA PSMH150/U 5.44 13000 | 15000 70 3200 BD-17 Medium YES
150 | MH COATED | LA PSMH150/U/C 5.44 12000 | 15000 70 3200 BD-17 Medium YES
175 MH CLEAR LA MH175/U 5.44 14000 | 10000 65 4000 BD-17 Medium YES
175 MH COATED LA MH175/U/C 5.44 12350 | 10000 65 4000 BD-17 Medium YES
50 MP CLEAR LA PSMP50/U 5.44 3400 10000 70 3200 EN-17 Restricted Medium NO
50 MP COATED | LA PSMP50/C/U 5.44 3300 10000 75 3200 EN-17 Restricted Medium NO
70 MP CLEAR LA PSMP70/U 5.44 5500 12000 70 3200 EN-17 Restricted Medium NO
70 MP COATED | LA PSMP70/C/U 5.44 5300 12000 75 3200 EN-17 Restricted Medium NO
100 MP CLEAR LA PSMP100/U 5.44 9000 15000 70 3200 EN-17 Restricted Medium NO
100 MP COATED | LA PSMP100/C/U 5.44 8500 15000 75 3200 EN-17 Restricted Medium NO
150 MP CLEAR LA PSMP150/U 5.44 14250 | 15000 70 3200 EN-17 Restricted Medium NO
150 MP COATED | LA PSMP150/C/U 5.44 13500 | 15000 75 3200 EN-17 Restricted Medium NO
175 MH CLEAR | LA MP175/U MOG 8.25 14000 | 10000 65 4000 ED-28 MOGUL YES
175 MH COATED | LA MP175/C/U MOG | 8.25 13200 | 10000 70 3900 ED-28 MOGUL YES
250 MH CLEAR | LA MP250/U MOG 8.95 21500 | 10000 65 4200 ED-28 MOGUL YES
950 | MH COATED |LA MP250/C/U MOG | 8.95 19800 | 10000 70 3900 ED-28 MOGUL YES
320 MH CLEAR | LA MP320/BU MOG | 819 33000 | 20000 65 4000 ED-28 MOGUL YES
400 MH CLEAR LA MH400/U 11.31 36000 | 20000 65 4000 ED-37 MOGUL NO
400 | MH COATED | LA MH400/C/U 11.31 33900 | 20000 70 3700 ED-37 MOGUL NO
70 [MHPARLAMP{ LA MH70/PAR38N 5.44 3700 7500 75 3000 PAR38 Medium NO
100 |[MHPARLAMP| LA MH100/PAR38N | 5.44 5700 7500 75 3000 PAR38 Medium NO:
150  |MHPARLAMP| LA MH150/PAR38N | 5.44 8000 8500 75 3200 PAR38 Medium NO

29




GALAXY SERIES LOUVERED BOLLARDS

SPECIFICATIONS

]
ng SINCE 1918

APPLICATIONS: Suitable for parks, walkways, driveways, patios, commer-
cial and industrial buildings and yard lighting needs.

LOUVERS / LENSES: Die-Cast aluminum with polycarbonate lens produces
a symmetrical light distribution pattern.

LIGHT SOURCES: Medium base lampholder accommodaters up to 150
watt incandescent, pulse-start metal halide or high pressure sodium lamp.
Compact fluorescent fixtures use universal ballasts and lampholders to
accommodate 26, 32 or 42 watt triple tube 4-pin lamps.

BALLAST: Highest quality core and coil H.1.D. ballast with choice of 120,
208, 240 or 277 volt input. Multi-Tap (120/208/240/277) or Canadian
muititap (120/277/347) is available. Compact fluorescent units include a
high power factor, -20°C starting electronic ballast with a universal input
for 120-277 volts.

FINISH: Polyester powder coat finish provides high durability and can
withstand extreme temperature variations without cracking or peeling.
Anassortment of color finishes available.

MOUNTING: Units include anchor studs and a template for a 7-1/4” bolt
circle.

CERTIFICATIONS: Listed by UNDERWRITER'S LABORATORIES INC.
for WET LOCATIONS. CUL-Listed for Canada. IBEW-AFL UNION LABEL.

iSour )

-7 1508 ~

1

PHOTOMETRIC DATA

43 v2

ISOLUX DIAGRAM: 100W pylse start
metal halide, grid scale 3'.  For other

/ m% STEEL ANCHOR wattages use the multipliers below:
4 50W PSMH 0.39
70w PSMHH 0.59
150W PSMI 1.67
a4 e A 50W HPS 0.44
e 70W HPS 0.71
a 100W HPS 1.06
s 150W HPS 1.78
26W CFL 0.18
. 39W CFL 0.94
42W CFL 0.36

ORDERING GUIDE

Color Finish

PSMH  Pulse Start Metal Halide :z.o’ mt"fa:’o » 277 Dark Bronze
100 HPS High Pressure Sodium ’ BIK  Black SF  Single Fuse
Gxy 150 CMT Canadian Multi-Tap WHT  White DF Double Fuse
150 {INC Incandescent 120 PLT  Platinum
26,32 or 42 ]Cﬂ. Compact Fluorescent 120-277 universal
Example of a j ] .
Typical Order GXY - 100 - PSMH - 120 - TBZ - SF

THE SPERO ELECTRIC CORPORATION 1705 NOBLE ROAD CLEVELAND, OHIO 44112

PHONE: (216) 851-3300 FAX: (216) 851-0300 http://iwww.sperolighting.com GXY-1




